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NOTE: When applying pressure sensitive adhesive tapes, do not touch adhesives, ensure that surfaces
are free from oil or other surface contaminants such as powder, dust or release agents.

All information and recommendations issued on HUSKY TAPE CONVERTING products, has been based on
research and is believed to be reliable, but does not constitute a warranty. All HUSKY TAPE CONVERTING

products are sold with the understanding that the buyer will independently determine the suitability of the product
for the buyer’s purpose.

MP151111

190 DOUBLE SIDED TAPE
Double Sided Adhesive Coated  Tissue

Product Features:
* High strength long life acrylic adhesive.
* Excellent adhesion to most surfaces.
* Good quick stick makes application easy.
* Rayon tissue carrier provides strength and conformability.
* Excellent solvent, UV and temperature resistance.
* Thin and hand tearable.
* Good shear strength.
* KIKUSUI brand.

Product Specifications:
* Adhesive:
* Backing:
* Total thickness:
* Liner:
* Colour:
* Adhesion to steel:
* Temperature resistance:
* UV resistance:
* Maximum width:

Product Specifications:
Acrylic
Non woven rayon paper tissue
0.11mm
White glassine paper
White
1.35kg per 25mm (peel)
-10 to 120 deg C.
Excellent
1250mm

Applications:
* Permanent mounting of nameplates and badges.
* Laminating and mounting of foam products.
* Holding fabrics in blinds and awnings.
* Permanent mounting of signs and displays.
* Holds leather and fabrics during assembly and sewing.
* Preferred choice as Sailmaker’s seamstick.
* Can be used on textured and embossed surfaces.


